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FileNo. I.D.03

Hamburg, 2005.04-11

24287. 04HH

BD SENSORSGmbH
BD.Sensors-Straße1
D-95199Thierstein

Hydrostaticlevel Transmitter

lMK 457(standardversion)
DX13.lMK457(Exversion)

D,EMC1

Capacitiveceramicsensorelement
Powersupply:24VDCrated(9...32VDC),Ex.(12...28VDC)
Outputsignal:4...20mA,2-wire,looppowered
Accuracy:0.35%FS(seemanufacturer'sdatasheettor moredetails)
Inputpressurerange:0...0.04upto 0...25bar(0...0.4upto 0...25mWC)
Mechanicalconnection:freesuspendedcable

screw-in,flange,pipeor mountingtramp(optional)
Ex-proofprotection:111GEExia IICT4

(accordingto the certificate:TÜV03ATEX2006X)
Degreeof protection:IP68(permanentlysubmersible)
Requirementtrass3

Guidelinestor thePerformanceofTypeApprovals,Chapter2-Edition 2003

TestReports:EMVServicesNo.04/3210-4,PaconsultNo.269-03.
ECType-ExaminationCertificateTÜV03ATEX2006X;CarSyn.No.P05-0030
TechnicalDataSheet:lMK 457(lMK_E_170904),constructiondrawings,
circuitdiagrams,componentrists,softwaredocumentation

ForExversionthesafetytechnicalmaximumvaluesspecifiedin the Ex-proof
certificate'TÜV03ATEX2006X'to beobserved
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