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FileNo. I.D.03

Hamburg, 2005.04.11

24288- 04HH

BD SENSORSGmbH
BD-Sensors-Straße1
D-95199Thierstein

PressureTransmitter

DMK457,DMP457

D,EMC1

TypeDMK457withthickfilm ceramicsensorelement
TypeDMP457with piezoresistivestainlesssteelsensorelement
Powersupply:24VDCrated(12...36VDC)
Outputsignal:4...20mA,2-wire,looppowered
Accuracy:0.35%FS(DMP457),0.5%FS(DMK457)
(seemanutacturer'sdatasheettor moredetails)

Inputpressurerange: gauge absolute
DMK457: -1..0/0..0.6 to 0..600bar 0..0.6to 0..600bar
DMP457: -1..0/0..0.04to 0..600bar 0..0.1to 0..600bar

Electricalconnection:plugaccordingto DIN43650(standard)
cableglandor cableoutlet (optional)

Mechanicalconnection:screw-inG1/2",M20x1.5(standard)
Degreeot protection:IP65(plugDIN43650)

IP67(cablegland)
IP68(cableoutlet)

Guidelinestor thePerformanceotTypeApprovals,Chapter2-Edition2003

TestReports:EMVServicesNo.04/3210-3,PaconsultNo.269-03
TestReport:CarSynergiesNo.P05-0030
TechnicalDataSheets:DMP457(DMP457_E_300904),DMK457(DMK457_E_300904)
Constructiondrawings,circuitdiagrams,componentlists

None

2010-04-10

@

A"VV- V '\\'~(
J.Wittburg I.i). d~~uilD.Lesmewski

TypeApprovalSymbol

Germanischer lIoyd
Thiscertificateis issuedonthebasisof "GuidelinesforthePerformanceofTypeApprovalsPart1,Procedure',


